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CARPETAND CURTAINS TRANDING LLC



tel:+971554722980
mailto:info@fixitdesign.ae
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Bordeaux




Velours 100% PA Polmaterial 100% PA Pile 100% PA
Dogsie FusionBac Aticken FusionBac [acking FusionBac
Poids g/m? 2.000 Poleinsatzgawicht g/m? 2.000 Pile weight g/m? 2.000
Epaisseur witalks cnomim 15.5 Crsamtdicke inmm 15.5 Total thickiness inomm 15.5
Hauteur du velours en mm 13 Polhithe in mm 13 Pils height in mm 13
A 1/10 Tl g 1/10 Galg e 110
Densité: points/m2 286.375 Noppenzahl pra Qm 286.375 Tufis par sqm 286.375
Prids total: gfm? 2,760 Geasamtgawicht gim 2.760 Total jhtin gém 2.760
Resistance thermique m2CoAN 0,21 Warmedurchlasswiderstand in m2C2/W 0,21 Thermal resistance in mPCe/AW 0,21
lsolation Fhonioue DL,y = 34 dB Tritlschallc Emmng DLy, = 34 dB S DL, = 34 dB
Classement feu G -s1 Einstufung Brennstufe Cp - s1 Fire Classification Gy -s1
Dop 1008+BL0001 Dop 1008:BL0O001 LOf 1008:BL0001
EINSATZBEREICH PERFORMANCE
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